
IP65 Waterproof Design 
*Suitable for outdoor use
*Special mechanical design to prevent water trapping
*Die cast aluminum housing with polyester powder coating 
   provides excellent protection against rust
Adjustable Irradiation Angle
*Use as an uplight or downlight makes it ideal for variety of 
  applications
*Simple and compact design makes it easy to be installed 
Longer Lifetime
*Utilize top brand LED chips for longer life and superior   
   output maintenance.
Special Optical Design
*Achieve uniform light distribution
* Tempered glass: heat resistant and impact resistant

120W

75W35W / 46W

266 m
m

315 m
m

192 mm

170 mm
215 mm

238 mm

365 m
m

260 mm

283 mm

LED Flood Light Series
L F L 1 / L F L 3

115 °/80~95°35~210W Ra >70 50,000 hrs ~115 lm/W IP65

LFL1 (Symmetrical Light Distribution)

LFL1035B

LFL1035C

LFL1035D

LFL1046B

LFL1046C

LFL1046D

35W

46W

5000 K

4000 K

3000 K

5000 K

4000 K

3000 K

3570 lm

3500 lm

3185 lm

4830 lm

4738 lm

4370 lm

CRI

> 70 115 ° 110 - 240V 0.13 - 0.55 A

0.18 - 0.65 A

102 lm/w
LFL1035A 6500 K3570 lm 102 lm/w

100 lm/w

91 lm/w

105 lm/w

LFL1046A 6500 K4830 lm 105 lm/w

103 lm/w

  95 lm/w

50,000 hrs

> 70 115 ° 110 - 240V 50,000 hrs

2.2 Kg

2.2 Kg

125W

150W

Model Power
Color 
Temp.

Luminous 
Flux

Beam 
Angle

Input 
Voltage 

Input
Current

Luminous
 Efficiency Lifetime Weight

Wattage 
Equivalent 

(Mercury Lamp)

FEATURES

SPECIFICATION

Application

Yard Street GymnasiumLandscape Billboard

L i g L i g h ta M i n

Wall mount Pole mountGround mount

Instal lat ion Method
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325 mm

479 m
m

358 mm

210W



LFL1 (Symmetrical Light Distribution)
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CRIModel Power
Color 
Temp.

Luminous 
Flux

Beam 
Angle

Input 
Voltage 

Input
Current

Luminous
 Efficiency Lifetime Weight

Wattage 
Equivalent 

(Mercury Lamp)

LFL1075B

LFL1075C

5000 K

4000 K

8025 lm

7875 lm

LFL1075D

LFL1120B

LFL1120C

LFL1120D

75W

120W

3000 K

5000 K

4000 K

3000 K

7125 lm

13800 lm

13200 lm

12240 lm

0.3 - 0.85 A

0.56 - 1.5 A

 107 lm/w

LFL1075A 6500 K8025 lm  107 lm/w

 105 lm/w

   95 lm/w

 115 lm/w

LFL1120A 6500 K13800 lm  115 lm/w

 110 lm/w

 102 lm/w

> 70 115 ° 110 - 240V 50,000 hrs

> 70 115 ° 110 - 240V 50,000 hrs

3.4 Kg

4.6 Kg

250W

450W

＊Data based on available wattages and LED solutions.

LFL1210B

LFL1210C

LFL1210D

210W
5000 K

4000 K

3000 K

23730 lm

23100 lm

22050 lm

0.84 - 2.3 A
 113 lm/w

LFL1210A 6500 K23730 lm  113 lm/w

 110 lm/w

 105 lm/w

> 70 115 ° 110 - 240V 50,000 hrs 11.2 Kg 785W

-/+180 120-120 110-110
100
90
80
70

60

50

40

-100
-90
-80
-70

-60

-50

-40
0 10-10 20-20 30-30 E max. Lx

1m

2m

3m

4m

5m

3133

783.3

348.1

195.8

125.3

Ø 2.87

Ø 5.75

Ø 8.62

Ø11.50

Ø14.38

m
3500

2800

2100

1400

700

0

75W
Light Distribution (Unit: cd) Illuminance at a distance

-/+180 120-120 110-110
100
90
80
70

60

50

40

-100
-90
-80
-70

-60

-50

-40
0 10-10 20-20 30-30 E max. Lx m

1m

2m

3m

4m

5m

5211

1303

579.0

325.7

208.4

Ø 3.25

Ø 6.51

Ø 9.77

Ø13.03

Ø16.29

120W

5500

4400

3300

2200

1100

0

Light Distribution (Unit: cd) Illuminance at a distance

-/+180 120-120 110-110
100
90
80
70

60

50

40

-100
-90
-80
-70

-60

-50

-40
0 10-10 20-20 30-30 E max. Lx m

1m

2m

3m

4m

5m

1859

464.7

206.5

116.2

74.34

Ø 2.96

Ø 5.92

Ø 8.88

Ø11.84

Ø14.81
2000

1600

1200

800

400

0

46W
Light Distribution (Unit: cd) Illuminance at a distance

-/+180 120-120 110-110
100
90
80
70

60

50

40

-100
-90
-80
-70

-60

-50

-40
0 10-10 20-20 30-30 E max. Lx

1m

2m

3m

4m

5m

1428

356.9

158.6

89.23

57.11

Ø 3.03

Ø 6.07

Ø 9.11

Ø12.15

Ø15.19

m
1500

1200

900

600

300

0

35W
Light Distribution (Unit: cd) Illuminance at a distance

配光曲線 (單位: cd) 水平面照度
-/+180 120-120 110-110

100

90
80

70

60

50

40

-100

-90
-80

-70

-60

-50

-40
0 10-10 20-20 30-30 E max. Lx m

1m

2m

3m

4m

5m

8777

2194

975.2

548.6

351.1

Ø 2.51

Ø 5.02

Ø 7.53

Ø10.05

Ø12.56

210W

9000

7200

5400

3600

1800

0



LFL3035B

LFL3035C

LFL3035D

LFL3046B

LFL3046C

LFL3046D

LFL3075B

LFL3075C

35W

46W

5000 K

4000 K

3000 K

5000 K

4000 K

3000 K

5000 K

4000 K

3570 lm

3500 lm

3185 lm

4830 lm

4738 lm

4370 lm

8025 lm

7875 lm

LFL3075D

LFL3120B

LFL3120C

LFL3120D

75W

120W

3000 K

5000 K

4000 K

3000 K

7125 lm

13800 lm

13200 lm

12240 lm

> 70 95 ° 100 - 240V 0.13 - 0.55 A

0.18 - 0.65 A

0.3 - 0.85 A

0.56 - 1.5 A

100 lm/w

LFL3035A 6500 K3570 lm 100 lm/w

98 lm/w

89 lm/w

103 lm/w

LFL3046A 6500 K4830 lm 103 lm/w

101 lm/w

  93 lm/w

 105 lm/w

LFL3075A 6500 K8025 lm  105 lm/w

 103 lm/w

   93 lm/w

 113 lm/w

LFL3120A 6500 K13800 lm  113 lm/w

 108 lm/w

 100 lm/w

50,000 hrs

> 70 90 ° 100 - 240V 50,000 hrs

> 70 80 ° 100 - 240V 50,000 hrs

> 70 90 ° 100 - 240V 50,000 hrs

2.2 Kg

2.2 Kg

3.4 Kg

4.6 Kg

125W

150W

250W

450W

-/+180 120-120 110-110
100
90
80
70

60

50

40

-100
-90
-80
-70

-60

-50

-40
0 10-10 20-20 30-30 E max. Lx

1m

2m

3m

4m

5m

3669

917.1

407.6

229.3

146.7

Ø 1.34

Ø 2.68

Ø 4.03

Ø 5.37

Ø 6.71

m
5000

4000

3000

2000

1000

0

75W

-/+180 120-120 110-110
100
90
80
70

60

50

40

-100
-90
-80
-70

-60

-50

-40
0 10-10 20-20 30-30 E max. Lx m

1m

2m

3m

4m

5m

5765

1441

640.6

360.3

230.6

Ø 1.39

Ø 2.79

Ø 4.18

Ø 5.57

Ø 6.97

120W

7500

6000

4500

3000

1500

0

-/+180 120-120 110-110
100
90
80
70

60

50

40

-100
-90
-80
-70

-60

-50

-40
0 10-10 20-20 30-30 E max. Lx m

1m

2m

3m

4m

5m

2227

556.6

247.4

139.2

89.06

Ø 1.53

Ø 3.05

Ø 4.58

Ø 6.10

Ø 7.63
2500

2000

1500

1000

500

0

46W

-/+180 120-120 110-110
100
90
80
70

60

50

40

-100
-90
-80
-70

-60

-50

-40
0 10-10 20-20 30-30 E max. Lx

1m

2m

3m

4m

5m

1692

423.1

188.0

105.8

67.70

Ø 1.77

Ø 3.54

Ø 5.31

Ø 7.08

Ø 8.85

m
2000

1600

1200

800

400

0

35W

LFL3 (Asymmetric Light Distribution)

＊Data based on available wattages and LED solutions.

CRIModel Power
Color 
Temp.

Luminous 
Flux

Beam 
Angle

Input 
Voltage 

Input
Current

Luminous
 Efficiency Lifetime Weight

Wattage 
Equivalent 

(Mercury Lamp)

Light Distribution (Unit: cd) Illuminance at a distance Light Distribution (Unit: cd) Illuminance at a distance

Light Distribution (Unit: cd) Illuminance at a distance Light Distribution (Unit: cd) Illuminance at a distance

L i g L i g h ta M i n

WENTAI TECHNOLOGY CORPORATION
8F, NO.133, Lane 235, Pao-chiao Rd,Shintien District, New Taipei City, Taiwan  Tel: +886-2-89192318  Fax: +886-2-89192320  E-mail: inquire@a-wentai.com     


	LFL_NEW1_EN
	LFL_NEW2_EN
	LFL_NEW3_EN

